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Hydrogen Peroxide 15% Technical Grade
#&T: 2026-03-31

1. "Wiab S USHER

R4 : Hydrogen Peroxide 15% Technical Grade

A4 : hydrogen peroxide

CASHES: 7722-84-1

'L — K /& fE: Technical

RTER: Bases

Rk TR, REAF-IIHARER

Rk /(#£45%: Alliance Chemical, 204 South Edmond St, Taylor, Texas 76574
15#R: 512-365-6838 | www.alliancechemical.com

EX&@4% 55 CHEMTEL - 800-255-3924 (24 Hours/Day, 7 Days/Week)

2. ERBEUNEL

TEEMUERE: %
GHSE'Z 07 L

&

el A EMER:
H271 May cause fire or explosion; strong Oxidizer [Danger Oxidizing liquids; Oxidizing solids]
H302 Harmful if swallowed [Warning Acute toxicity, oral]
H314 Causes severe skin burns and eye damage [Danger Skin corrosion/irritation]
H332 Harmful if inhaled [Warning Acute toxicity, inhalation]
TEEE:

P220, P260, P261, P264, P270, P271, P280, P283, P301+P317, P301+P330+P331,
P210, P302+P361+P354, P304+P340, P305+P354+P338, P306+P360, P316, P317, P321, P330,
P363, P370+P378, P371+P380+P375, P405, P420, and P501

3. RS L UHNER

L% CAS#HS s NTE RE
Hydrogen Peroxide 7722-84-1 H,0, 34.01 g/mol 14.5-15.5%
7k 7732-185 H,0 18.02 g/mol 85.5%
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4. SRR

EYES: First check the victim for contact lenses and remove if present. Flush victim's eyes
with water or normal saline solution for 20 to 30 minutes while simultaneously calling a
hospital or poison control center. Do not put any ointments, oils, or medication in the
victim's eyes without specific instructions from a physician. IMMEDIATELY transport the
victim after flushing eyes to a hospital even if no symptoms (such as redness or irritation)
develop.

AR

SKIN: IMMEDIATELY flood affected skin with water while removing and isolating all
contaminated clothing. Gently wash all affected skin areas thoroughly with soap and water.

BB IMMEDIATELY call a hospital or poison control center even if no symptoms (such as redness
or irritation) develop. IMMEDIATELY transport the victim to a hospital for treatment after
washing the affected areas.

INHALATION: IMMEDIATELY leave the contaminated area; take deep breaths of fresh air. If
symptoms (such as wheezing, coughing, shortness of breath, or burning in the mouth,
throat, or chest) develop, call a physician and be prepared to transport the victim to a

PN hospital. Provide proper respiratory protection to rescuers entering an unknown
atmosphere. Whenever possible, Self-Contained Breathing Apparatus (SCBA) should be
used; if not available, use a level of protection greater than or equal to that advised under
Protective Clothing.

INGESTION: DO NOT INDUCE VOMITING. Corrosive chemicals will destroy the membranes of
the mouth, throat, and esophagus and, in addition, have a high risk of being aspirated into
the victim's lungs during vomiting which increases the medical problems. If the victim is
conscious and not convulsing, give 1 or 2 glasses of water to dilute the chemical and
RARAATIGE IMMEDIATELY call a hospital or poison control center. IMMEDIATELY transport the victim to a
hospital. If the victim is convulsing or unconscious, do not give anything by mouth, ensure
that the victim's airway is open and lay the victim on his/her side with the head lower than
the body. DO NOT INDUCE VOMITING. Transport the victim IMMEDIATELY to a hospital. (NTP,

1992)
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8. (F{ EMILES L UREERE

AR TARBEAT> T LSV, BAKBOE CSRIREMS £ RS+ 7 —AREL T FEL,
R
RESNIHBREEDH ) EEA.

AR WERREON REE T AR —ILFEBRL T 230,
BB MERAMETFRE LOREREBRL T &L,

B Cki\( FRA A Z DG F 1IERIBHEC 23553, NIOSHAGRNOWHRAREAAFRL T 2&
9. MENE L U E

SN mEEROBRIK

Ko HER

pH T=xL

e, -0°C (31°F)

R 150°C (302°F)

SlkR T=R7L

ST T=xL

b= 1.04

AR Miscible with water, soluble in many organic solvents
AF H50,

NfE 34.01 g/mol

10. REMS L URISH

HFRREME HRINZREFMH T TRETT .

fERRAE RICTTRENE BEORRKHTTIEIH Y FEA.

BT D ~E &M B ki, RAE SUIRMERYME.

RGN E Combustible materials, reducing agents, organic materials.
SR R May produce carbon oxides and other toxic fumes when heated to decomposition.

11. HEMER
SN GHSERAEMNREIIEIEASBL T L&,
IARC REHAAMNE L L TCaBIN TV ELA.
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14. X FiEE
US DOT UN2984, HYDROGEN PEROXIDE AQUEOUS SOLUTIONS, 5.1, PG Il
UN2984, HYDROGEN PEROXIDE, AQUEOUS SOLUTION WITH NOT LESS THAN 8% BUT LESS

IMDG THAN 20% HYDROGEN PEROXIDE (STABILIZED AS NECESSARY), 5.1, PG Ill, Tunnel (E)
UN2984, HYDROGEN PEROXIDE AQUEOUS SOLUTION, 5.1, PG IlI

IATA/ICAO j&k%: Forbidden; &#1% f: 30 L (Pl 555)

BTN E (AAY-3

15. BRAES

TSCA( R p1)— TRTOBMITSCAFE A >R b ) —(ZPNE I TWE T,

#Y) 7 #IL=TProp 65 BHOKIRIZ DU T (FCalifornia Proposition 650 —&45MB L T =&,

SARA 311/312 fEREEMNEIIHEAAL SR T a0,

SARA 313 B OUERIR (2> T (LEPA Toxic Release Inventory s £ LT { 72& L,

16. ¢ DHDIEHR
#:TH: 2026-03-31

REFIR: ARET—R 1 — MBI NERIE. RITERRTHHOMBIRY EHEL HNDTYT. FERIIFESINRANAHIETDHNTHY . oY)
HeOBRIZOWTIXNFR E L TUWEHA. ALLIANCE CHEMICAL (&, Bt F -5 EBR~DBEME &0 . TR IR E MO T U 2RAEH1T
WEHA. ALLIANCE CHEMICAL (3. ARGOBIRLY. RE. ERAEIERENSEL DR, HBF. BFELLEERIOVLWTYInEESEVEHA.
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